


UFM-680

Fiber Optical Multiplexer

WAN / LAN WAN / LAN
T1/E1 |
5 5 . 1, ¥ Mobile
Station 3 3 MSC
x T1/E 3 3 TUE1 || In
w w
co ] & | co
v "L ¥ Exchange = Fiber Optical = v 7 Exchange

k.
0
LAN / VLAN UFM-680 UFM-680 LAN / VLAN
Ethernet
RS-232
IP
Local Remote Network
MANAGEMENT Management
| Technical Specifications
Ethernet Interface EMI / EMC
® Four RJ-45 ports for four 10/100Base-Tx, (comply with e FCC ClassA part 15B
IEEE802.3u 10 Base-T and 802.3u 100 Base-Tx) ® EN55082-1, En55022
¢ Support auto-MDIX function e CE, RoHs
® Frame size is up to 1536 bytes _
e Bridge functions: Environment
Support MAC address filtering, 2K entries address table per ® Operation Temperature: 0 to 65°C
port, Rate limiting, IEEE 802.1D STP ® Relative Humidity: 5 to 95%, non-condensing
e Support IEEE 802.1Q VLAN, Q in Q, 802.1P QoS, DSCP, 4
priority quenes per port MTBF

® 47,000 hours minimum
V.35 Interface
¢ Bit Rate: N x 64 Kpbs, N=1 to 32, 64, 128 Available Low Speed Units
® Connector: M34 Female

Tributary Tributary

Power Supply UNIT Interface (S ER
e DC: -36~-72V
® AC: 90~ 265V, 47~63Hz E1UBNC E1 BNC
Installation ET1UW E1/T1 Wire wrapping

e Desk top or rack mount on a standard 19"/23" rack compliant
with ETS 300119

ET1URJ E1/T1 RJ-48C
Dimensions
e Standalone: 436mm x 44.5mm x 280mm (WxHxD) ET1UDB E1/T1 DB-25

V35M V.35 M34
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